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Book Descriptions:
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No power, no POST, no video or no boot. Watch this video to learn how to diagnose the problem.No
power, no POST, no video or no boot. Watch this video to learn how to diagnose the problem. Dell
XPS 710 Service Manual 67 pages. You may also like Advanced Troubleshooting. The Service Tag for
your computer is located at the top. Upgrading Dell XPS 710. Repair or replace Dell XPS 710. XPS
710 H2C Service Manual PDF. Get user or pdf manual for your Dell XPS 710 H2C. Contact. 3 results
for dell xps 710 motherboard. Follow this search Items in search results.Download Desktops Service
Manual of Dell XPS 710 H2C for free from ManualAgent. 1; 2; 3; 4; 5; 6; 7; 8; 9. Dimension
Motherboard. Dell XPS 710 Owners Manual. Dell XPS 710 Quick Start Manual; Dell XPS 710 Service
Manual. Dimension Motherboard UW457 0UW457 Manual.. repair, and service manuals. The Dell
XPS 720 H2C was released in April 2007. For the motherboard. Dell Xps 710 h2c User manual. On
this page you can download Dell Xps 710 h2c user manual in PDF or DJVU. Files for Dell Xps 710
h2c PC. Dell Xps 710 h2c Service. Part Installation Service. Dell XPS 18 1810 Motherboard Removal
and Installation. SSD on a Dell XPS 18 1810. Reload to refresh your session. Reload to refresh your
session. Please check your inbox, and if you can’t find it, check your spam folder to make sure it
didnt end up there. Please also check your spam folder. Certain changes can cause your computer to
work incorrectly. To avoid possible keyboard failure, press and release in even intervals until the
system setup screen appears. Information on the screen is divided into three areas the options list,
the active options field, and key functions. The field is a scrollable list containing features that define
the configuration of your computer, including installed hardware, power conservation, and security
features. As an option is highlighted, the Options Field displays more information about that option
and the options current and available
settings.http://annestorrs.com/userfiles/installation-manual-panasonic-kx-tda100(1).xml

1.0.

In this field you can view information about your computer and make changes to your current
settings. Press to make that selection active and return to the Options List. If the floppy disk in the
drive is not bootable, if no floppy disk is in the drive, or if there is no floppy drive installed in the
computer, the computer attempts to boot from the next bootable device in the boot sequence. If no
operating system is on the drive, the computer attempts to boot from the next bootable device in the
boot sequence. If no CD is in the drive, or if the CD has no operating system, the computer attempts
to boot from the next bootable device in the boot sequence. The BIOS detects the device and adds
the USB flash option to the boot menu. To make sure that your device is bootable, check the device
documentation. You can also use this feature to restart your computer to a USB device such as a
floppy drive, memory key, or CDRW drive. To avoid possible keyboard failure, press and release in
even intervals until the Boot Device Menu appears. To make sure that your device is bootable, check
the device documentation. If you cannot shut down the computer using the operating system, press
and hold the power button for 4 seconds. The password feature is enabled but a password is not
assigned. Clean your computer with a soft cloth dampened with water. Do not use liquid or aerosol
cleaners, which may contain flammable substances. Doing so may damage the antiglare coating. If
possible, use a special screencleaning tissue or solution suitable for the monitors antistatic coating.
To clean a nonoptical mouse Ensure that fluff from the swab is not left on the rollers. The heads may
become misaligned and prevent the drive from operating. These kits contain pretreated floppy disks
to remove contaminants that accumulate during normal operation. You can also touch the inside
edge of the center
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hole.http://www.clicksoccer.net/files/fckeditor/installation-manual-of-sql-server-2005.xml

You can also purchase commercial products that clean discs and provide some protection from dust,
fingerprints, and scratches. Cleaning products for CDs are safe to use on DVDs. In addition to this
technicianassisted support, online support is available at support.dell.com. Additional support
options may be available for purchase. However, Dell also extends a parts replacement program to
cover all nonstandard, thirdparty hardware components integrated through CFI for the duration of
the computers service contract. Support for all thirdparty software and peripherals is provided by
the original manufacturer of the product. To determine which classification applies to your computer
system, examine all FCC registration labels located on the bottom, side, or back panel of your
computer, on cardmounting brackets, and on the cards themselves. If any one of the labels carries a
Class A rating, your entire system is considered to be a Class A digital device. If all labels carry an
FCC Class B rating as distinguished by either an FCC ID number or the FCC logo, , your system is
considered to be a Class B digital device. Note that FCC regulations provide that changes or
modifications not expressly approved by Dell could void your authority to operate this equipment.
Operation is subject to the following two conditions These limits are designed to provide reasonable
protection against harmful interference when the equipment is operated in a commercial
environment. This equipment generates, uses, and can radiate radio frequency energy and, if not
installed and used in accordance with the manufacturers instruction manual, may cause harmful
interference with radio communications. Operation of this equipment in a residential area is likely to
cause harmful interference, in which case you will be required to correct the interference at your
own expense. These limits are designed to provide reasonable protection against harmful
interference in a residential installation.

This equipment generates, uses, and can radiate radio frequency energy and, if not installed and
used in accordance with the manufacturers instruction manual, may cause interference with radio
communications. However, there is no guarantee that interference will not occur in a particular
installation. If this equipment does cause harmful interference to radio or television reception, which
can be determined by turning the equipment off and on, you are encouraged to try to correct the
interference by one or more of the following measures If you do not see a telephone number listed
that is specific for XPS computers, you may contact Dell through the support number listed and your
call will be routed appropriately. If you need assistance in determining which codes to use, contact a
local or an international operator. Some features or media may not be available in certain countries.
AGP delivers a smooth, truecolor video image because of the faster interface between the video
circuitry and the computer memory. ASF is designed to be platformand operating
systemindependent. As a precaution, back up the data files from your hard drive regularly. Unless
you understand what effect these settings have on the computer, do not change them. Also referred
to as system setup. In case your hard drive is damaged or your computer has a virus, ensure that you
always have a bootable CD or floppy disk available. Your Drivers and Utilities or ResourceCD is a
bootable CD. In case your hard drive is damaged or your computer has a virus, ensure that you
always have a bootable CD or floppy disk available. A byte is usually equal to 8 bits. The cache
enhances the efficiency of many processor operations. Also known as a merchandise passport. The
CD player displays a window with buttons that you use to play a CD. Data can be recorded only once
onto a CDR. Once recorded, the data cannot be erased or written over. Data can be written to a
CDRW disc, and then erased and written over rewritten.

http://www.drupalitalia.org/node/76601

You can write to CDRW discs multiple times, but you can write to CDR discs only once. You can
write to CDRW discs multiple times, but you can write to CDR discs only once. Also referred to as
the Product Key or It often is a blinking solid line, an underline character, or a small arrow. Disk
striping can speed up operations that retrieve data from disk storage. Computers that use disk
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striping generally allow the user to select the data unit size or stripe width. A user logs on to the
domain to gain access to the resources. Many devices do not work properly if the correct driver is
not installed in the computer. Also referred to as extended display mode. DVD drives read most CD
media as well. The DVD player displays a window with buttons that you use to watch a movie. Data
can be recorded only once onto a DVDR. Once recorded, the data cannot be erased or written over.
Similar to EPP, ECP uses direct memory access to transfer data and often improves performance.
ESD can damage integrated circuits found in computer and communications equipment. Examples
include video, modem, and sound cards. Modems and network adapters are common types of
ExpressCards. ExpressCards support both the PCI Express and USB 2.0 standard. Use the Express
Service Code when contacting Dell for assistance. Also referred to as dual display mode. Also known
as a floppy diskette or a floppy disk. Files in a folder can be viewed and ordered in various ways,
such as alphabetically, by date, and by size. When a drive or disk is formatted, the existing
information on it is lost. When used to refer to hard drive storage, the term is often rounded to
1,000,000,000 bytes. The speeds for computer processors, buses, and interfaces are often measured
in GHz. Graphics modes can display an unlimited variety of shapes and fonts. Most programs that
operate on the Windows operating systems are GUIs. The terms hard drive and hard disk are often
used interchangeably.

http://detsindustrial.com/images/Create-Database-Manually-10G.pdf

Some help files are associated with a particular program, such as Help in Microsoft Word. Other
help files function as standalone reference sources. Help files typically have a filename extension
of.hlp or.chm. When you restart the computer, the memory information that was saved to the hard
drive is automatically restored. Computers and electronic devices are often measured in kilohertz
kHz, megahertz MHz, gigahertz GHz, or terahertz THz. Also referred to as builtin. Each device
connection must be assigned an IRQ. Although two devices can share the same IRQ assignment, you
cannot operate both devices simultaneously. The ISP typically provides you with a software package,
user name, and access phone numbers for a fee. A measurement of the capacity of memory
integrated circuits. A LAN usually is confined to a building or a few nearby buildings. A LAN can be
connected to another LAN over any distance through telephone lines and radio waves to form a wide
area network WAN. This measurement is typically used for transmission speeds for networks and
modems. When used to refer to hard drive storage, the term is often rounded to 1,000,000 bytes.
Because the data in memory is not permanent, it is recommended that you frequently save your files
while you are working on them, and always save your files before you shut down the computer. Your
computer can contain several different forms of memory, such as RAM, ROM, and video memory.
Frequently, the word memory is used as a synonym for RAM. Devices and software can then identify
information that the processor can access. The speeds for computer processors, buses, and
interfaces are often measured in MHz. Three types of modems include external, PC Card, and
internal. You typically use your modem to connect to the Internet and exchange email. Typically you
roll the mouse over a hard, flat surface to move the pointer or cursor on your screen. Access times of
storage devices are often measured in ms.

http://idc504.com/images/Create-And-Cut-Plus-Manual.pdf

A computer may include a network adapter on its system board, or it may contain a PC Card with an
adapter on it. A network adapter is also referred to as a NIC network interface controller. Also
referred to as system tray. NVRAM is used for maintaining computer configuration information such
as date, time, and other system setup options that you can set. Each partition can contain multiple
logical drives. Modems and network adapters are common types of PC Cards. If the PCI Express chip
set and the device are capable of different speeds, they will operate at the slower speed. Pixels are
arranged in rows and columns to create an image. A video resolution, such as 800 x 600, is
expressed as the number of pixels across by the number of pixels up and down. Plug and Play
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provides automatic installation, configuration, and compatibility with existing hardware if the BIOS,
operating system, and all devices are Plug and Play compliant. If no problems are detected during
POST, the computer continues the startup. Sometimes the processor is referred to as the CPU
central processing unit. Programs require an operating system to run. Some common
implementations of RAID include RAID 0, RAID 1, RAID 5, RAID 10, and RAID 50. Any information
stored in RAM is lost when you shut down your computer. Typically, readme files provide installation
information and describe new product enhancements or corrections that have not yet been
documented. A file can have readonly status if The higher the refresh rate, the less video flicker can
be seen by the human eye. The higher the resolution, the sharper the image. Radio frequencies are
at the lower end of the electromagnetic frequency spectrum and are more likely to have interference
than the higher frequency radiations, such as infrared and light. ROM, unlike RAM, retains its
contents after you shut down your computer. Some programs essential to the operation of your
computer reside in ROM. Hard drive speed is often measured in rpm.

ScanDisk often runs when you restart the computer after it has stopped responding. Setup program
differs from system setup. When you place a shortcut on your Windows desktop and doubleclick the
icon, you can open its corresponding folder or file without having to find it first. Shortcut icons do
not change the location of files. If you delete a shortcut, the original file is not affected. Also, you can
rename a shortcut icon. You can lose data if you turn off your computer before completing a
shutdown. Smart cards can be used to authenticate a user on computers equipped for smart cards.
Surge protectors do not protect against lightning strikes or against brownouts, which occur when
the voltage drops more than 20 percent below the normal ACline voltage level. Install the batteries
into the optional remote control Coloque las pilas en el mando a distancia opcional. This document
for download All trademarks and brands are the property of their respective owners. You may find
documents other than justWe keep our list of direct Dell XPS 710 driver and firmware links uptodate
so they are easy to find when you need them. CAUTION A CAUTION indicates a potential for
property damage, personal injury, or death. Reproduction in any manner whatsoever without the
written permission of Dell Inc.Trademarks used in this text Dell, the DELL logo, and Dell XPS are
trademarks of Dell Inc.; Intel and Pentium are registered trademarks of Intel Corporation; Microsoft
and Windows are registered trademarks of Microsoft Corporation. Other trademarks and trade
names may be used in this document to refer to either the entities claiming the marks and names or
their products. Dell Inc. disclaims any proprietary interest in trademarks and trade names other
than its own. December 2006 Rev. A00. Please try a different number. This system comes standard
with a 750w power supply. Sign up today to receive your welcome offer. Please help improve it or
discuss these issues on the talk page.

Learn how and when to remove these template messages Please update this article to reflect recent
events or newly available information. January 2018 Please help to improve this article by
introducing more precise citations. December 2008 Learn how and when to remove this template
message Gateway was number one in the highend consumer market. In early 1993, there was a staff
meeting to address how to pursue this emerging market. At this meeting, it was decided to launch a
new highend product line to compete with Gateway. Vernon Weiss was assigned as product manager
to spearhead and manage the marketing of the new product. He worked with Brian Zucker who led
the architecture and engineering effort. In September 1993, the first two versions of the XPS line
were announced. The first generation of the XPS system was available as either a desktop or a tower
case.The XPS mainly competes against computers such as Acer s Aspire, HP s Pavilion and Envy,
Lenovo s IdeaPad, Samsung s Sens and Toshiba s Satellite.In 2005 Dell revamped the XPS line to
compete with Alienware now owned by Dell and Falcon Northwest.Consumer notebooks were also
separated into two lines Inspiron and XPS. While the XPS designation used to mean the hardware
was highend and well suited for gaming, that is no longer the case. For example, the XPS 200 is
limited to extremely lowend video cards, while the XPS M140 is only configurable with Intel video,



thus making both systems unsuited for gaming or highend usage.Three systems were introduced the
XPS Tower, XPS Tower VR, and the XPS Tower Special Edition.It is designed for moderate to heavy
gaming and highend workstation performance. It features Intels 6thgeneration Skylake i5 and i7
CPUs on an LGA 1151 socket. It also includes an upgrade to higherbandwidth DDR4 memory.It was
designed for moderate to heavy gaming and highend workstation performance. It features a Dell
0KWVT8 motherboard with an LGA1150 socket.

It comes with a quadcore Intel Core i7 processor and an Nvidia Geforce GTX 660. A special edition is
available with an AMD Radeon R9 270.There are dust particles trapped between the screen and the
touch panel. Some buyers even received several exchanges or screens replacements and the issue
still remains. Some people may not notice but turning the brightness up will show these spots. They
look like dead pixels.This is a PC with performance somewhat between the XPS 420 and 630. Its
processor is the Intel Core i7. The current Studio XPS models, however, are not as gameroriented,
with only one PCIe x16 slot and a 475 watt power supply.The 20inch model has an Intel Core 2 Duo
E4500, while the 24inch model has an Intel Core 2 Quad Q8200. The XPS One 20 has integrated
Intel GMA 3100 graphics, while the XPS One 24 has integrated Intel GMA X4500HD graphics, and
can be customized with an nVidia GeForce 9600M GT graphics card when chosen with PRODUCT
RED. The 20inch model has integrated High Definition Audio and 10 watt stereo speakers, while the
24inch model has SoundBlaster Audigy HD software with 25 watt premium JBL speakers with an
integrated subwoofer. The XPS One 20 and XPS One 24 were subsequently discontinued by Dell.It is
an allinone computer that also functions as a large tablet.It contained an Intel Pentium II Klamath
CPU, EDO DRAM, and an i440FX chipset.It contained an Intel Pentium II Klamath CPU, SDRAM, and
an i440LX chipset.It contained an Intel Pentium II Deschutes CPU, SDRAM, and an i440BX chipset.It
contained an Intel Pentium III CPU, SDRAM, and an i440BX chipset.It contained an Intel Pentium III
CPU, 128 MB of RDRAM, an ATi RAGE graphics card, and an i820 chipset.It was replaced by the
XPS 210, which is nearly identical to its predecessor. The main exception in this case is the upgrade
to an Intel Core 2 Duo processor and other minor adjustments.It does not use fullsize PCI slots.

The XPS 200 is aimed at being a lowimpact machine, meaning it blends in better with the rooms
features. It is more of a multimedia computer than an actual gaming machine, despite the XPS
name. The main difference between the XPS 210 and its predecessor, the XPS 200, is the upgrade to
the Intel Core 2 Duo processor line. This makes the XPS 210 faster than the XPS 200.It was replaced
by the XPS 410, which is nearly identical with the exception of an optional Intel Core 2 Duo
processor and slightly different audio and video card optionsIt features a base configuration of an
Intel Core 2 Duo processor, and a 2.4 GHz Core 2 Quad is also available as an option. Other base
options include the Nvidia GeForce 7300LE, 7200RPM SATA 300 hard drive, and dualchannel DDR2
RAM. The case is nearly identical to that of the Dimension E520, with an additional 3.5inch drive bay
being added. The case is physically taller because of this. The power supply is also slightly more
powerful than the Dimension E520 375 W vs 305 W, respectively and has an added 6 pin PCIe power
cable. The XPS 410 replaced the XPS 400. It was replaced by the XPS 420. XPS 410 units were also
sold as the Dimension 9200, allowing Dell to continue selling remaining units after the XPS 410 was
discontinued.This was Dells media based computer featuring the Dell Xcelerator a simple and
effective Video Recorder, and an LCD screen in the case, running Windows Vista SideShow. As usual
with the 4XX Line of XPSs, it did not allow for SLI Graphics.The systems motherboard used Intels
X58 chipset, allowing for 3 memory channels over 6 available DIMM slots. The XPS 435T is able to
support Westmerebased Core i7 and Xeon processors supporting up to 6 cores with the latest BIOS
update.Unlike the 435T, the 435MTs BIOS was never updated to support Westmerebased Core i7 or
Xeon chips. The motherboard is a variation of the MSI 7591 MicroATX.

This case has not changed significantly over the past several generations, with the large aluminum
plate on the front. Discontinued a few days after XPS 700 launch and succeeded by the XPS



700.There is no physical differences between the 630 and the 630i.BIOS updates were issued to
patch the constant HDD LED activity. Some 630i owners have bypassed the aforementioned
problems by swapping out the Dellmodified 650i motherboard with OEM motherboards such as the
EVGA nForce 780i SLI FTW. The motherboard has 8 lanes wired for each PCIe slot, which can
restrict performance if using a single highperformance graphics card. Performance is equivalent to
other systems with 650i chipset motherboards when using two graphics cards in SLI mode.This
desktop was advertised as being overclockable but was not. Dell would later offer a free XPS 720
motherboard upgrade program to all XPS 700 and 710 owners so that these machines could be
overclocked with the bios. The XPS 700 used significantly larger power supplies 750 watt and 1
kilowattthan the other XPS models to accommodate higherend video cards and overclocked CPUs.
Unlike its forerunners, it used a BTX motherboard, thereby limiting upgradability.Other features
include dual nVidia GeForce 7950 GX2 in Quad SLI mode, 7200RPM SATA hard drive, dualchannel
DDR2 RAM. The XPS 710 uses significantly larger power supplies than the other XPS models to
accommodate higherend video cards and overclocked CPUs. It was replaced by the XPS 720.The
XPS 720 H2C uses slightly higher quality parts than other XPS classes. At the time it was one of the
most powerful and fastest prebuilt systems an individual could purchase by a significant margin.The
basic model specs of the PC were Intel Core 2 Extreme Processor QX9650 3.46 GHz Overclocked,
DUAL 1 GB ATI Radeon 3870 X2 Crossfire X Graphics Card, 2 GB Memory, 1 TB 7200rpm Dual
HDD. This has since been replaced by the XPS 730x see above.

The XPS 730X H2C was the higherend version of the 730X that made use of H2Ceramic cooling and
often shipped with factoryoverclocked Core i7 Extreme Edition processors. The 730X also integrates
Alienware s AlienFX and a new theatre lighting system. The internals of the 730X have also been
redone for ease of upgrades, although most of the inside remains the same. The 730X supported a
TriChannel of 6 GB of DDR3. The graphics card support was either a dual or single NVIDIA Geforce
GTX 285, or a single ATI Radeon HD 4870 X2. The 730X originally shipped with Windows Vista, but
eventually offered Windows 7 near the end of its availability. Dell internally discontinued the XPS
730X and XPS 730X H2C in its US online store on August 1, 2009 and cancelled any remaining
orders after August 15, 2009. It has been mentioned that this was done to focus more attention for
customers seeking gaming computers, such as Alienware. The desktop was officially discontinued on
September 17, 2009 see Dell XPS 730x .The three new laptops, released in October 2010, have many
new features and specifications from the old models. They feature JBL speakers with Waves
MaxxAudio 3 technology, and have integrated 3D graphics. The line is the first to be Skype certified
for video chat. They have Intel i5 and i7 processors.It features an 11.6inch screen that can be folded
backwards almost 360 degrees to act as a tablet.The convertible mirrors the general aesthetic of the
Dell XPS 13 ultrabook and other models in the XPS lineup, although the hybrid swaps out its
predecessors aluminum look for a carbonfiber exterior. The lid and exterior edge are framed by a
machined aluminum edge, while the interior consists of a magnesiumalloy palm rest coated in matte
black paint. The Dell XPS 12s body was made with a fingerprintresisting coating. It possesses a
hinged, flipscreen LCD. Applying a push to the top of the screen frees the 12.

5 inches, 19201080 resolution, 400nit brightness display from the magnetic locks that hold it in
place. The convertibles 1.7 GHz Core i53317U processor sports Intel HD Graphics 4000 integrated
graphics, which combine with 4 GB of RAM and a 128 GB solidstate drive and Core i5 processor, but
ups the memory to 8 GB and the storage to 256 GB. Some models configuration includes the Core i7
processor, 8 GB of RAM, and the 256 GB SSD.This upgrade came as a boost in the Ultrabooks
performance as well as battery life. Dell also added near field communication in this device.The
hinge system was removed and replaced with a fully detachable display. The device has a 4K Ultra
HD 38602160 display, a kickstand and an 8MP rear camera and a 5MP front camera. The new XPS
12 has an allmetal build from the new XPS 13.It is the companys first Ultrabook, a term coined by
Intel. The edges are rounded and the bottom is made of carbon fibre, with a gentle silicone surface



treatment. A battery level indicator was also present, and is functional when powered off.The XPS 13
Developer Edition comes preloaded with Ubuntu 18.04 LTS.The laptop also features face recognition
to login.The battery capacity dropped from 60 watthours to 52 watthours, most likely due to the
smaller form factor. Dell has dropped the barrelstyle connector, previously used to charge the
device, and now includes two Thunderbolt 3, a micro SD card reader, one USBC port and one
headphone jack. Dell is also offering a model in white, which uses a different palm rest material than
the previous carbon fiber palm rest and deck on the 9360.Dell again includes two Thunderbolt 3, a
micro SD card reader, one USBC port and one headphone jack. This refresh has Intels 8th
generation Core i38145U, i58265U, and Core i78565U processors, codenamed Whiskey Lake.It has a
new 13.4 inch screen with aspect ratio of 1610, and was launched in August 2019. This model has a
soldered SSD which cannot be upgraded.

It is physically identical to the early 2019 XPS 13 9380.It was launched during CES 2020.It is
equipped with a 2011 1 GB NVIDIA GeForce GT 420M Graphics for Corei5 processors and GT 425M
for Corei7 processors.it can also be customized with up to 8 GB of DDR3 memory. The computer can
either have a 500 GB 7200 RPM SATA hard drive, or a 256 GB solid state drive. This laptop has a
sleek anodized aluminium LCD back cover.It is equipped with a 2012 NVIDIA GT 630M on higher
models or Intel HD graphics 4000 on the base model, and can be customized with up to 8 GB of
DDR3 memory. The computer can either have a 500 GB 7200 RPM SATA hard drive, or a 256 GB
solid state drive.This made it a good gaming laptop for its time. The base model comes with 500 GB
7200 rpm SATA hard drive. The computer can either have a 640 GB 7200 RPM SATA hard drive, or a
256 GB solidstate drive. The screen resolution is either 1366768 or 19201080. The Nvidia graphics
card used in Dell 15 L501x turns off or on automatically for specific applications demanding
dedicated graphics. It is equipped with 2 MP webcam. It has two USB 3.0 ports and one eSATAp
port. The following year the XPS 15 L502x had both its processor and graphics card upgraded, with
the processor being upgraded from the Arrandale to the Sandy Bridge chipset and the graphics
upgraded to either a Nvidia 525M or 540M with 1 or 2 GB of ram respectively.Includes a 15.6inch
screen 1920x1080 Corning Gorilla Glass FHD WLED with TrueLife and was much thinner than its
predecessor. Its design was similar to Dell XPS 13 L321X and Dell XPS 14 L421X the edges are
rounded and the bottom is made of carbon fiber, with a gentle silicone surface treatment.The base
model XPS 15 comes with a 19201080 touchscreen display it is unclear if this is a TN panel or not,
500 GB HDD with 32 GB msata SSD cache, dualcore i54200H CPU, 8 GB RAM, integrated HD 4400
Graphics, and a 61Wh battery.
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